
Standard Audio Creative Specifications:
Length: 15 or 30 seconds

File Types: 3G2 (3GPP2), 3GP (3GPP), Advanced Audio Coding (AAC), Advanced Systems 

Format (ASF), Audio Video Interactive (AVI), F4A, F4B, F4P, F4V, FLV, M2V, M4P, M4V, MKV, 

MOV, MPE, MPEG, MPEG-2 (MP2), MPEG-3 (MP3), MPEG-4 (MP4), MPG, MPV, OGG, OGV,

QuickTime (QT), RM, SWF, VOB, WAV, WebM, and Windows Media Video (WMV).

NOTE: Each execution represents a required media file 

for the publisher. Failure to include one of them will 

prevent the line from serving.

Audio Creative Specifications: Audio Creative Specifications:

Audio Creative Specifications:

Length: 

File Types: 

Bit Rate:

File Size:

Length:

File Types: 

Bit Rate: 

Sample Rate: 

Volume:

Length:

File Types:

Bit Rate: 

Companion Banner:

15, 30 or 60 seconds 

MP3, AAC, or WAV

Minimum 128 kbps, 

196kbs recommended 

Maximum 20MB

15, 30 or 60 seconds 

(trimmed of slate/silence) 

MP3

Minimum 128 kbps 

44100Hz

Normalized to -4db

15 or 30 seconds 

MP3, WAV, or OGG

Minimum 128 kbps 

640x640 or 300x250

AUDIO CREATIVE SPECIFICATIONS
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PRE-ROLL CREATIVE SPECIFICATIONS

Pre-roll Creative Specifications:
Length: 15 or 30 seconds

File Types: 3G2 (3GPP2), 3GP (3GPP), Advanced Systems Format (ASF), Audio Video 

Interactive (AVI), F4A, F4B, F4P, F4V, FLV, M2V, M4V, MKV, MOV, M4P, MPE, MPEG, 

MPEG-2 (MP2), MPEG-4 (MP4), MPG, MPV, OGG, OGV, QuickTime (QT), RM, SWF, TS,

VOB, WebM, and Windows Media Video (WMV).

File Size: 1 GB max 

Dimensions: 1280x720 

Bit Rate: 2500kbps

NOTE: VAST version 2.0 and higher is supported.
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Standard CTV Creative Specifications:

VIDEO TRACK:

Bit Depth:

Bit Rate:

Chroma Sub-Sampling: 

Codec ID:

CTV CREATIVE SPECIFICATIONS

Color Space: 

Dimensions:

Display Aspect Ratios:

AUDIO CHANNELS:

Bit Depth:

16 or 24 bits (for audio channel 2)

Bit Rate:

192-256 kbps

Channels:

2-channel stereo

Duration:

Must match video duration

Format:

PCM, AAC

Sampling Rate:

48.0 kHz

Duration:

File Extensions: 

File Size: 

Format:

Frame Rate: 

Frame Rate Mode: 

Scan Type:

15 seconds, 30 seconds or 60 seconds

(limited inventory available)

.mov or .mp4 

1 GB Max

QuickTime, MOV or MPEG-4 

23.98, 24, 29.97 or 30 fps

Constant 

Progressive Scan

8 or 16 bits

15 Mbps – 30 Mbps

4:2:0 or 4:2:2

Preferred: Apple ProRes 422 HG

Accepted: H.264 

YUV

Preferred: 1920x1080 

Accepted: 1280x720 

All files must be 16:9

Not accepted are files in 2.39:1, 3:4 or 4:3
If there is a stylistic decision for the ad to appear in 

2.39:1, 3:4 or 4:3, then matting on the to and bottom is 

permissible, meaning the file may contain black bars but 

they must be contained within the 16:9 file itself.

CTV
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Roku Creative Specifications:

ESPN Creative Specifications:

NBCU Creative Specifications:

File Type: 

Bitrate: 

Resolution: 

Duration:

Aspect Ratio:

File Type: 

Bitrate: 

Resolution: 

Duration:

File Type: 

Bitrate:

Resolution: 

Duration:

MP4

Must be at least 2,100 kbps 

no specific resolution

the duration must be between 

6 and 60 seconds

Aspect Ratio: 16:9

MP4

Must be at least 2,000 kbps 

1280x720 or 1920x1080

15 or 30 seconds

MP4

Between 15,000 Kbps and 

30,000 Kbps

1920x1080

6 seconds, 15 seconds, 30

seconds, 45 seconds or 60 

seconds
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Hulu Creative Specifications:

VIDEO TRACK

Bit Depth:

Bit Rate:

Chroma Sub-Sampling: 

Codec ID:

Color Space: 

Dimensions:

Display Aspect Ratios:

AUDIO CHANNELS

Bit Depth:

16 or 24 bits

(for audio channel 2)

Bit Rate:

192-256 kbps

Channels:

2-channel stereo

Duration:

Must match video duration

Format:

PCM, AAC

Sampling Rate:

48.0 kHz
Duration:

File Extensions: 

File Size: 

Format:

Frame Rate: 

Frame Rate Mode: 

Scan Type:

8 or 16 bits

10 Mbps – 40 Mbps

4:2:0 or 4:2:2

Preferred: Apple ProRes 422 HG

Accepted: H.264 

YUV

Preferred: 1920x1080 

Accepted: 1280x720 

All files must be 16:9

Not accepted are files in 2.39:1, 3:4 or 4:3
If there is a stylistic decision for the ad to appear in 

2.39:1, 3:4 or 4:3, then matting on the to and bottom is 

permissible, meaning the file may contain black bars but 

they must be contained within the 16:9 file itself.

15 or 30 seconds

.mov or .mp4 

10 GB Max

QuickTime, MOV or MPEG-4 

23.98, 24, 29.97 or 30 fps

Constant 

Progressive Scan

CTV CREATIVE SPECIFICATIONS

NOTE: Each execution represents a required media file for the publisher. 

Failure to include one of them will prevent the line from serving.
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CTV CREATIVE SPECIFICATIONS

compulse.com

NOTE: Netflix does not allow QR codes in their creatives.

CREATIVE SPECIFICATION

Video Scan Type 

Video Profile for MOV

Video Profile for H.264

Video Frame Rate Mode 

Video Frame Rate

Video Codec

Video Chroma Subsampling

Video Bitrate for MOV 

Video Bitrate for H.264

Track Conformance 

Resolution

File Type

Duration Conformance 

Duration (in seconds)

Audio Sample Rate

Audio Sample Bit Depth for PCM

Audio Codec 

Audio Channels

Audio Bitrate for AAC

The video profile for MOV must be one of the following:
- Apple ProRes 422 (HQ)
- Apple ProRes 422
- Apple ProRes 422 (LT)

The video profile for H.264 must be one of the following:
- Baseline
- Main
- High

The video frame rate mode must be constant.

The video frame rate must be one of the following:
- 23.976
- 24
- 25
- 29.97
- 30

Apple ProRes is the preferred video codec. However, H.264 is accepted.

4:2:2 (ProRes) is the preferred chroma subsampling. However, 4:2:0 (H.264)
is accepted.

• For 720p: The video bitrate for MOV must be greater than 42,000 Kbps
- For 1080p: The video bitrate for MOV must be greater than 80,000 Kbps

• For 720p: The video bitrate for H.264 must be greater than 8,000 Kbps
- For 1080p: The video bitrate for H.264 must be greater than 12,000 Kbps 

The file must contain one video and one audio track.

The resolution must be one of the following:
- 1280 x 720
- 1920 x 1080

The file must be formatted as one of the following:
- MP4
- MOV

The video and audio durations must be identical with a tolerance of 500 ms. 

The duration must be one of the following:
- 10 seconds
- 15 seconds
- 20 seconds (Spain market only)
- 30 seconds
- 60 seconds

The audio sample rate must be 48kHz.

The audio sample bit depth must be one of the following:
- 16 bit
- 24 bit

PCM is the preferred audio codec. However, AAC-LC is accepted. 

2 channel stereo must be used.

An audio bitrate of 192 Kbps or higher must be used.

DETAILS

The video scan type must be progressive.
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DISPLAY CREATIVE SPECIFICATIONS

Display (Banner) Creative Specifications:
Length: 

File Types: 

File Size:

Static, Standard , In-Banner Video

.gif, .jpg, .jpeg, .png

Max File Size for static, animated, in-banner video is 400kb. Basic static ads 

should be closer to 40-50kb

Dimensions: Recommended: 300x250, 320x50, 728x90 as these size yield the most inventory 

Optional/Desktop: 160x600, 336x280, 300x600, 970x90

Optional/Mobile: 480x320, 320x480, 320x50

DISPLAY
CREATIVE SPECIFICATIONS
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